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Digital Video
Recorders

Standalone Digital Video Recorders •  Up to 480ips @ CIF

SHR-7080 8ch SHR-7082 8ch SHR-7160 16ch SHR-7162 16ch
500Gb (Standard) 500Gb (Standard) 500Gb (Standard) 500Gb (Standard)
1Tb x 6 (Max) 1Tb x 5 (Max), DVD-RW 1Tb x 6 (Max) 1Tb x 5 (Max), DVD-RW
240ips @ CIF Display Speed 240ips @ CIF Display Speed 480ips @ CIF Display Speed 480ips @ CIF Display Speed
240ips @ CIF Recording Speed 240ips @ CIF Recording Speed 480ips @ CIF Recording Speed 480ips @ CIF Recording Speed
8 Ch Audio 8 Ch Audio 16 Ch Audio 16 Ch Audio
RS-485 (PTZ), Mouse RS-485 (PTZ), Mouse RS-485 (PTZ), Mouse RS-485 (PTZ), Mouse
USB, External HDD USB, External HDD, DVD-RW USB, External HDD USB, External HDD, DVD-RW
AC 100~230V, 50/60Hz / 60W AC 100~230V, 50/60Hz / 60W AC 100~230V, 50/60Hz / 60W AC 100~230V, 50/60Hz / 60W
17.2 lbs 17.2 lbs 17.2 lbs 17.2 lbs
17.3(W) x 3.5(H) x 16.9(D) in 17.3(W) x 3.5(H) x 16.9(D) in 17.3(W) x 3.5(H) x 16.9(D) in 17.3(W) x 3.5(H) x 16.9(D) in

Standalone Digital Video Recorders •  Up to 480ips @ Full D1

SHR-8080 8ch SHR-8082 8ch SHR-8160 16ch SHR-8162 16ch
500Gb (Standard) 500Gb (Standard) 500Gb (Standard) 500Gb (Standard)
1Tb x 6 (Max) 1Tb x 5 (Max), DVD-RW 1Tb x 6 (Max) 1Tb x 5 (Max), DVD-RW
240ips @ CIF Display Speed 240ips @ CIF Display Speed 480ips @ CIF Display Speed 480ips @ CIF Display Speed
240ips @ D1 Recording Speed 240ips @ D1 Recording Speed 480ips @ D1 Recording Speed 480ips @ D1 Recording Speed
8 Ch Audio 8 Ch Audio 16 Ch Audio 16 Ch Audio
RS-485 (PTZ) Control RS-485 (PTZ) Control RS-485 (PTZ) Control RS-485 (PTZ) Control
USB, External HDD USB, External HDD, DVD-RW USB, External HDD USB, External HDD, DVD-RW
AC 100~230V, 50/60Hz / 60W AC 100~230V, 50/60Hz / 60W AC 100~230V, 50/60Hz / 60W AC 100~230V, 50/60Hz / 60W
17.2 lbs 17.2 lbs 17.2 lbs 17.2 lbs
17.3(W) x 3.5(H) x 16.9(D) in 17.3(W) x 3.5(H) x 16.9(D) in 17.3(W) x 3.5(H) x 16.9(D) in 17.3(W) x 3.5(H) x 16.9(D) in

• FULL D1 FRAME RATE
The SHR-8000 series DVRs are designed to achieve real time Full D1 resolution @
480IPS high quality recording for any demanding security application.

• DUAL CODEC
Stabilized transmission in a low bandwidth network environment. Using separate 
codecs to record videos and to transmit them via a network allows high-definition 
video to be recorded to a HDD and continuous remote monitoring to occur in a 
low band network environment.

30 image/sec @ Full D1 Resolution

15 image/sec @ Full D1 Resolution
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Connection with NET-i™ Viewer Software and Web Browser  •  Mouse Control
HDMI, VGA, Composite Output Options  •  Multi-Language Menu
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