SCC-B2315

1/3” High Resolution, Day/Night,WDR, Color
Digital Camera

Front/Rear Panel

Wide Dynamic Range
| Device | Super-HAD PS CCD, 410Kpx
Size 1/3”
| Pixels | Effective: 768(H) x 494(V)
Scanning 2:1 Interlace
\Horz. Freg. Internal Mode \15.750Hz
| Vertical Frequency | 60Hz
_ Internal / Line-Lock
Min. scene lllumination Color 0.0005 Lux @ 15IRE, Sens-
Up x256 (F1.2)
[0.4 Lux @ 50IRE (F1.2)
0.00005 Lux @ 15IRE, Sens-
Up x256 (F1.2)
[0.04 Lux @ 50IRE (F1.2)
Electronic Shutter speed Off/On (Ma; 0K sec)
Functions \Alarm \Output (Yes, 1 ea)
BLC Off/On(Area setting)

| Motion Detection | Off/On(4EA)
Off/On
\Sense U \OFF ~ x256
Day/Night/Auto/Ext
\ Privacy Zones \ Off/On (24 ea)
Line Lock Off/On
Off/On
| White Balance | ATW1/ATW2/AWC/Manual
Lens C/CS Compatible
\Control \DC Iris, Video Iris
Resolution 540 Color / 570 B/W TV Lines
Remote Control \RS485 \Yes (Half) Duplex
Video Output \ \VBS 1.0Vp-p(75 ohm, comp.)
S/N Ratio 50dB
0SD |osD
Environmental Conditions | Operating Temperature 14° ~ +122°F(-10° ~ 50°C)
\Humidity \Less than 90% RH
Power AC24V / DC12V Dual
Power Consumption
Physical Specification
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